
容量μF
Capacitance

外形尺寸 Dimensions参考标准 Reference Standards

额定电压 Rated Voltage

标称电容量 Normal capacitance

容量偏差 Capacitance Tolerance

损耗角正切 Loss Tangent

运行温度范围 Operating temperature range

绝缘电阻 Insulation resistance

极间耐电压 Voltage Test Between Terminals

JB/T 8168

20kVdc~100kVdc

0.01μF～1.0μF

±5%（J）、±10 %（K）

≤0.0010（1kHz, 20℃）

-25 ℃～50 ℃

≥10000 MΩ（500 V, 1min, 20 ℃）

1.2~1.5UN, 10 s（25 ℃）
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高压滤波/谐振电容器
High Voltage Filter/Resonat CapacitorWPR

单位 Unit: mm

FR-4环氧圆筒外壳，干式结构，具有良好的

绝缘性能

采用金属化聚丙烯膜，有良好的自愈性能

产品性能稳定，安全可靠，寿命长

FR-4 epoxy tube cylinder shell, dry type and has good insulation property

Uses metallized PP film and has good self-healing property

Stable performance, safe and reliable, long life

用于串联谐振试验装置，LC振荡电路

用于高压脉冲或高压滤波装置

Apply to series resonance test device, LC oscillator circuit

Used in high voltage pulse or filter device

电压kVdc
Voltage

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications ■ 规格参数 Specification Parameter

■ 外形图 Outline Drawing

www.walson-elec.com无锡万盛电子有限公司 Wuxi Walson Electronics Co., Ltd.

备注 Notes：

引出类型将根据用户要求，及过电流能力专项定制。
The type of extraction will be customized according to the user's requirements, and the ability of over current.

■ 外形图 Outline Drawing

■ 特点 Features

■ 主要用途 Typical Applications

■ 技术要求 Specifications

单位 Unit: mm

塑料外壳聚丙烯膜交流电容器
Metallized Polypropylene Film AC Capacitor (Box-type)MKP62

金属化聚丙烯膜结构

自愈性能优异，能承受过电压冲击

长期负载下优异的电容量稳定性

优异的防潮性能

优异的阻燃性能

Metallized polypropylene

Good self-healing properties, withstanding overvoltage stressing

Long stability of capacitance

Good properties in damp environment

Excellent active and passive flame resistant abilities

专门设计用于与电源串联的电容降压电路场合，如

电表、LED模块等

This is specifically designed for applications in serial with the main, i.e.: capacitive 

divider, for example, energy meter, LED driver etc

引用标准 Reference Standard

气候类别 Climatic Category

额定温度 Rated Temperature

工作温度范围 Operating Temperature Range

电容量范围 Capacitance Range

电容量偏差 Capacitance Tolerance

耐电压（引线之间）Voltage Proof

GB/T 14579（IEC 60384-17）

40/105/56

85℃

-40℃~105℃

±5%（J），±10%（K），±20%（M）

绝缘电阻 Insulation Resistance

损耗角正切 Dissipation Factor ≤10×10-4（1kHz，20℃） ≤20×10-4（10kHz，20℃）

R≥15000MΩ，CN≤0.33μF

RCN≥5000s，CN＞0.33μF
（20℃，100V，1min）

额定电压 Rated Voltage 230Vac，50/60Hz 250Vac，50/60Hz 300/275 Vac，50/60Hz

400Vdc 560Vdc 630Vdc最大连续直流电压 Maximum continuous DC voltage

0.033μF ~ 4.7μF

640Vdc（2S） 900Vdc（2S） 1500Vdc（2S）

0.010μF ~ 4.0μF 0.010μF ~ 2.2μF

www.walson-elec.com无锡万盛电子有限公司 Wuxi Walson Electronics Co., Ltd.



■ 外形尺寸 Dimensions (mm)
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